
Technical data sheet 

 

 

ALUJET GmbH, Ahornstraße 16, D-82291 Mammendorf, Tel.: +49 8145 921 200, www.alujet.de 

Technical data sheet – Optima SK 

Page 1 of 2 TD
21

07
 

ALUJET Optima SK 
 

Product 
discription 

ALUJET Optima SK is a virtually vapour-tight vapour barrier that is adhesive across 
the whole surface. It can be used for short-term, rainproof temporary roofing. The 
requirements of DIN 18234 Part 1 and Part 2 are met. High longitudinal and transverse 
tear strengths promote easy use. 
 

 
 

  

 Fig. 1:  ALUJET  Optima SK Fig. 2:  ALUJET Optima SK Fig. 3: Optima SK 210 mm 

 
 

Product   
benefits 

Low fire load; walkable; tear-proof; good workability at low temperatures; solvent-free; 
fingerlift. 

 
 

Area of 
application 

As a virtually vapour-tight vapour barrier for industrial roofs with a steel trapezoidal 
structure and concrete substrate with bitumen primer. ALUJET Optima SK can be laid 
directly on smooth wood or on ventilated OSB boards. When used on other wooden 
substructures, we recommend using bitumen primer (emulsion) as a primer. 

 

 

Technical        
data 

Test Standard  Unit Value 

Reaction to fire EN 13501-1 / EN 11925-2 --- E 
Weight / mass EN 1848-2 g / m² approx. 400 
Calorific value  kJ/m² < 10.500 
Processing temperature  °C -5 bis +30 
Substrate temperature  °C +5 bis +25 
Sd-Wert EN 12572 / EN 1931 m ≥ 1.500 
Tensile elongation  longitudinal EN12311-1 / EN 13859-1 N / mm² approx. 200 
Tensile elongation transversal EN12311-1 / EN 13859-1 N / mm² approx. 200 
Tear resistance longitudinal EN 12310-1 N approx. 100 
Tear resistance tranversal EN 12310-1 N approx. 100 
Elongation longitudinal EN12311-1 / EN 13859-1 % approx. 20 
Elongation transversal EN12311-1 / EN 13859-1 % approx. 20 
Cold bending EN 1109 °C -18 
Shear resistance  N / mm² 220 

   weeks 4 
 

 

Specification Width: 
Length 
Roll content: 
Pallet content: 

1.080 mm 
50 m 

54 m² 
15 rolls 

210 mm 
50 m 
50 m 

48 rolls 
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Storage  Without exposure to UV radiation. This could permanently reduce the properties of the 
material. 

 
 

Processing  The substrate must be dry, dust-free, clean, free of abrasion and free of adhesive-
repellent substances. 
 
The ALUJET Optima SK is laid parallel to the crowns of the profiled sheet. The attached 
release liner is peeled off and the tape is bonded onto the substrate by applying 
pressure using rollers or through compression. Side laps and end laps are arranged 
with an overlap of at least 8 cm. Points with faulty execution are corrected by being 
taped over. 
 
In the cold season no welding is necessary. If the substrate is dry and free from 
contamination, no primer is needed. This is however always to recommend, if the 
underground does not have optimal conditions 
 
When used as an emergency seal, ensure emergency drainage/sufficient roof 
drainage. The tread resistance is maintained. Emergency and temporary sealing does 
not replace sealing in compliance with the regulations. 

 

 

Notes 
 

06 
EN 13984 

Leistungserklärung Nr. 
LE10002-000-1326  

   

 
  

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
Our instructions for use, guidelines for use, product and service information and other technical specifications only 
serve as a guide, they only describe the properties of our products (value specifications/determinations at time of 
production) and services and do not constitute guaranteed characteristics. Owing to the wide-ranging areas of 
application of the individual products and the particular conditions (e.g. usage parameters, material properties etc.), it is 
incumbent on the user to test our products. Our applications engineering consulting - whether verbal, in writing or by 
way of tests is offered free of charge and is not legally binding. 

 


